
538 SAFETY EQUIPMENT 
& SUPPLIES

EMERGENCY EYEWASH & SHOWER EQUIPMENT
PLUMBED-IN EYEWASHES & SHOWERS are designed to direct a fixed water source to eyes, face or body in emergencies . Wall mount or 
pedestal-mounted eyewashes and eye/face washes should be located nearest the point of need but no more then 10 seconds (55') from the hazard .

WALL-MOUNT AXION® MSR 
EYE/FACE WASH STATIONS 
• Provides a Zero Vertical VelocityTM stream
• Wall mounts with an aluminum bracket
• 11" diameter bowl
• Mesh strainer collects debris
• Durable ball valve with  

stainless steel stem 
• Certified by CSA to meet the  

ANSI standard Z358 .1

Model  Mfg.  Price 
No. No. Description /Each

EYE/FACE WASHES
SEB239 7260B-7270B ABS Plastic Bowl    
SEB240 7360B-7460B Stainless Steel Bowl    
ACCESSORIES
SEB264 9102 Stainless Steel Dust Cover    
SEI814 9201EW Thermostatic Mixing Valve    

SEB239

SEB240

WALL-MOUNT AXION® MSR 
EYE/FACE WASH STATIONS
• Revolutionary inverted flow sweeps  

contaminants away from the  
vulnerable nasal cavity

• Provides a zero vertical velocity  
stream for enhanced comfort,  
stability, and effectiveness

• No bowl, floor drain recommended
• Wall mounts with an  

ABS plastic wall bracket
• Durable ball valve with 

stainless steel stem
• Certified by CSA to meet  

the ANSI standard Z358 .1
Model No� SEB241 
Mfg� No� 7324 
Price/Each $   

HALOTM WALL MOUNT EYEWASH STATIONS
• Features antimicrobial protection, integral strainers, and rugged safety-

yellow powder coating for easy visual identification in an emergency
• AquaductTM self-draining design eliminates bacteria growth from standing fluid
• Eye/face wash models provide industry leading 85% facial coverage
• Activate by push handle or by lifting dust cover
• Optional see-through dust cover (shown) makes inspection  

simple and keeps device free of debris and ready for use
• Stainless steel models are ideal for corrosive,  

high abuse environments
• Wheelchair accessible
• Arrives fully assembled
• ULC certified to ANSI standard Z358 .1

IMPORTANT:  
Regulations require tepid water  
(18-37°C) .  See page 543 for 
water tempering devices

Model Mfg.   Dust Cover Price 
No. No. Bowl Included /Each

EYEWASHES
SEB793 S19224EW Plastic -     
SEB794 S19224PDC Plastic Plastic    
SEB795 S19224B Stainless Steel -    
SEB796 S19224DC Stainless Steel Stainless Steel    
EYE/FACE WASHES
SEB797 S19224FW Plastic -    
SEB798 S19224PDCFW Plastic Plastic    
SEB799 S19224T Stainless Steel -    
SEB800 S19224DCFW Stainless Steel Stainless Steel    

SEB798

SUPPLY PIPE-MOUNTED EYE/FACE WASH
• High visibility ABS plastic Yello-bowl®
• 1/2" chrome-plated bronze stay-open valve with stainless steel stem
• Stainless steel push plate with  

easily identifiable actuation graphic
• Third party certified to meet  

the ANSI Z358 .1 Standard
• SAK650 comes with cover assembly  

to keep airborne particles out of bowl  
and eye/face wash heads

• ABS, 8 GPM eye/face wash heads;  
SAK649 comes with float off dust caps s 
ecured with stainless steel bead chain

• Coverage Area: Eye/Face
• Installation Type: Wall-Mount
• Bowl Material: Plastic
• Size: 10 .8"Dia . Bowl
• Weight:  6 lbs .

Model Mfg.  Price 
No. No. Description /Each

SAK649 01035401 ABS Plastic Bowl     
SAK650 01035515PBC ABS Plastic Bowl w/Cover    

SAK650


